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assure the proper concentration of
odorant in accordance with this sec-
tion. Operators of master meter sys-
tems may comply with this require-
ment by—

(1) Receiving written verification
from their gas source that the gas has
the proper concentration of odorant;
and

(2) Conducting periodic ‘‘sniff’’ tests
at the extremities of the system to
confirm that the gas contains odorant.

[35 FR 13257, Aug. 19, 1970]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 192.625, see the List of CFR
Sections Affected in the Finding Aids sec-
tion of this volume.

§ 192.627 Tapping pipelines under
pressure.

Each tap made on a pipeline under
pressure must be performed by a crew
qualified to make hot taps.

§ 192.629 Purging of pipelines.

(a) When a pipeline is being purged of
air by use of gas, the gas must be re-
leased into one end of the line in a
moderately rapid and continuous flow.
If gas cannot be supplied in sufficient
quantity to prevent the formation of a
hazardous mixture of gas and air, a
slug of inert gas must be released into
the line before the gas.

(b) When a pipeline is being purged of
gas by use of air, the air must be re-
leased into one end of the line in a
moderately rapid and continuous flow.
If air cannot be supplied in sufficient
quantity to prevent the formation of a
hazardous mixture of gas and air, a
slug of inert gas must be released into
the line before the air.

Subpart M—Maintenance

§ 192.701 Scope.

This subpart prescribes minimum re-
quirements for maintenance of pipeline
facilities.

§ 192.703 General.

(a) No person may operate a segment
of pipeline, unless it is maintained in
accordance with this subpart.

(b) Each segment of pipeline that be-
comes unsafe must be replaced, re-
paired, or removed from service.

(c) Hazardous leaks must be repaired
promptly.

§ 192.705 Transmission lines: Patrol-
ling.

(a) Each operator shall have a patrol
program to observe surface conditions
on and adjacent to the transmission
line right-of-way for indications of
leaks, construction activity, and other
factors affecting safety and operation.

(b) The frequency of patrols is deter-
mined by the size of the line, the oper-
ating pressures, the class location, ter-
rain, weather, and other relevant fac-
tors, but intervals between patrols may
not be longer than prescribed in the
following table:

Maximum interval between patrols

Class loca-
tion of line

At highway and rail-
road crossings At all other places

1, 2 ........... 71⁄2 months; but at
least twice each cal-
endar year.

15 months; but at
least once each cal-
endar year.

3 ................ 41⁄2 months; but at
least four times
each calendar year.

71⁄2 months; but at
least twice each cal-
endar year.

4 ................ 41⁄2 months; but at
least four times
each calendar year.

41⁄2 months; but at
least four times
each calendar year.

(c) Methods of patrolling include
walking, driving, flying or other appro-
priate means of traversing the right-of-
way.

[Amdt. 192–21, 40 FR 20283, May 9, 1975, as
amended by Amdt. 192–43, 47 FR 46851, Oct.
21, 1982; Amdt. 192–78, 61 FR 28786, June 6,
1996]

§ 192.706 Transmission lines: Leakage
surveys.

Leakage surveys of a transmission
line must be conducted at intervals not
exceeding 15 months, but at least once
each calendar year. However, in the
case of a transmission line which
transports gas in conformity with
§ 192.625 without an odor or odorant,
leakage surveys using leak detector
equipment must be conducted—

(a) In Class 3 locations, at intervals
not exceeding 71⁄2 months, but at least
twice each calendar year; and
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